
How to Configure NetVision Premium 3.0.1 for External Alarm Inputs and Alarm Overlay 
 
Check What Patches have been applied: 
 

 
 
Login to NetVision Premium 3.0.1: 
 

 
 
Check System Information: 
 
Utility > System Information 
 

 
 



Make the following selections > Apply >OK 
 
NetVision > UTILITY > RECORDER SETTING > Alarm (Tab) 

 
 
EXIT NetVision. 
 



Start NetVision Configuration: 

 
 
Enable Auto Alarm Display: 
 
NetVision Configuration > Auto Alarm Display 

 
 



Ensure Alarm Overlay Setup is enabled. 
 
NetVision Configuration > Alarm Overlay Setup 
 

 
 
EXIT NetVision Configuration. 
 
Login to NetVision Premium 3.0.1: 
 

 
 



TEST: 
 
Short Pin 1 (Camera Input 1) to Pin 13 (Ground) 
 

 

 



Short Pin 2 (Camera Input 3) to Pin 13 (Ground) 

 
 
 

 
Repeat Test for other Inputs using information below: 
 



I/O Wiring – NetVision Premium Cards: 

 
 

Color Code of Alarm Input and Output Wires 

 

Model: Express II Card External Alarm DB25M Cable (BOM# KIT-X2-AL16/8IO-01) 

 

Feature: 16 Alarm Input Ports and 8 Alarm Output Ports 

 

DB25M Pin Number Function  Color Code 

 
      Pin 1  Alarm input 1   Black   

      Pin 2  Alarm input 3  White   

      Pin 3  Alarm input 5  Red  

      Pin 4  Alarm input 7  Green  

      Pin 5  Alarm output 1* Orange   

      Pin 6  Alarm output 3*** Blue   

      Pin 7  Alarm output 5  Black/White  

      Pin 8  Alarm output 7  Black/Red   

      Pin 9  Alarm input 9  Black/Green   

      Pin 10  Alarm input 11  Black/Orange  

      Pin 11  Alarm input 13  Black/Blue  

      Pin 12  Alarm input 15  White/Black  

      Pin 13  Ground   White/Red 

 Pin 14  Alarm input 2  White/Green 

 Pin 15  Alarm input 4  White/Blue 

 Pin 16  Alarm input 6  Red/Black 

 Pin 17  Alarm input 8  Red/White 

 Pin 18   Alarm output 2** Red/Orange 

 Pin 19  Alarm output 4  Red/Blue 

 Pin 20  Alarm output 6  Green/Red 

 Pin 21  Alarm output 8  Green/Orange 

 Pin 22  Alarm input 10  White/Red/Black 

 Pin 23  Alarm input 12  Red/Black/White 

 Pin 24  Alarm input 14  Black/White/Red 

 Pin 25  Alarm input 16  Black/White/Green 

 

Importance Note: 

 

All alarm input ports are DRY CONTACT (NO VOLTAGE INPUT). 

All alarm output ports are +4.98V DC when trigger and +7mV DC when non-trigger. 

 

*Alarm Output 1 – Motion Detection and Device Trigger 

**Alarm Output 2 – Device Trigger 

***Alarm Output 3 – Motion Detection 


