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An essential part of any residential or commercial security 
system, the NetworX Advanced Touch LED keypad brings 
together powerful protection and user-friendly features in a 
compact design. Individually lit, color-coded Touch Response 
Keys and a Personal Voice Guide (PVG) that provides step-
by-step instruction for all system functions make this keypad 
simple and easy to program and control. 

Users can record their own names for different system 
components and leave voice messages for others, while 
voice-enabled status keys eliminate the need to decipher 
confusing flashing lights. Intercom functionality allows users  
to talk with each other from up to eight different locations 
around the premises. 

Overview

• NetworX system compatibility
• Interactive Personal Voice Guide (PVG)
• Voice-enabled status keys
• Individually lit, color-coded touch response keys
• Easy-to-use menus for advanced features
• Intercom functionality for up to 8 rooms
• Voice labeling for zones, areas and outputs
• Voice-recorded memos
• Quick Arm, Stay and Status keys
• Double-press Fire, Medical and Panic keys
• 192-zone capability
• Customizable chime groups for specific zones
• Streamlined, modern design
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Ordering Information
NX-1811E NetworX Advanced Touch LED Keypad, Portrait, White
NX-1812E NetworX Advanced Touch LED Keypad, Portrait, Black
NX-1813E NetworX Advanced Touch LED Keypad, Landscape, White
NX-1814E NetworX Advanced Touch LED Keypad, Landscape, Black

Specifications
General
Compatibility Interlogix™ NetworX control panels (NX-4, NX-6, NX-8, NX-8E)

User Interface
Individually backlit SmartKeys, Advanced Touch Response surface, 
Interactive personal voice guide

Language English
Intercom Functionality Up to 8
Customized Recording 
Capacity

(1) entry message, (1) exit message, (64) Zone names, (8) Area names,  
(40) User names, (8) Room names, (16) Output names

Electrical
Operating Voltage 12VDC Regulated, supplied by control panel
Current 110mA nominal, 140mA max
Wiring NetworX 3-wire data/communication bus
Audio Line (Intercom) 2 pairs of twisted wire

Environmental
Operating temperature 32°F~122°F (0°C~50°C)
Maximum humidity 15%~90% (non-condensing)

Physical

Dimensions (W x H x D)
3.1 x 4.7 x 0.6 in. (80 x 120 x 16mm) – Portrait
4.7 x 3.1 x 0.6 in. (120 x 80 x 16mm) – Landscape

Color White or Black

Specifications subject to change without notice.
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